
REMARKS 

Applicant respectfully submits that no new matter was added to the new claims or 
Substitute Specification. Such changes were added solely for conformance with U.S. practice 
(i.e. removal of multiple dependencies, clarifications due to translation issues, adding an 
"Abstract" and identifying the application by proper headings). All such changes have been 
made prior to substantive U.S. Examination and not in view of any prior art. 

Upon entry of the foregoing, the application is in condition for substantive examination at 
the present time. 

Should anything further be required, a telephone call to the undersigned, at (312) 226- 
1818, is respectfully invited. 



Respectfully submitted, 
FACTOR & PARTNERS, LLC 



Dated: February 26, 2002 
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(54) Title: SHAFT MOUNTING 

(57) Abstract: The invention relates to a pneumatic actuator comprising a housing (I) which has a pneumatic cylinder (6), and comprising at least 
one piston (4, 5). Said piston can move inside the cylinder (6) in the direction of the axis of the cylinder (6) and, together with the cylinder (6), 
delimits a working space (32, 33, 34). The piston (4, 5) has teeth (20) which extend in the direction of the axis. The inventive pneumatic actuator 
also comprises a shaft (3) which can rotate in an axial direction (2) whose axial direction (2) is perpendicular to the axis, and which has teeth (12) 
that engage with the teeth (20) of the piston (4, 5). A less complex structure is obtained by virtue of the fact that the piston (4,5) fixes the shaft (3) 
with positive engagement in the axial direction thereof (2). 
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